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CARE AND MAINTENANCE \

1. Seal Rubber.
2. Nut.

]

3. Sivev.

4. Ball Joint.
5. Rubber Ring.
6. Head Shower.

(J

< Prior to Installation )

1. Make sure that equipment and tools are proper working condition.
2. Before installation, clean out dirt or other impurities which may have
collected in water pipe by allowing water to flow freely for a moment.

( Care and Maintenance >

1. Don't use toilet cleaners with HCI content.

2. Don't use hard brush, steel wood or detergent for cleaning because of will have scratch marks.
Should be use solf cloth or sponge for cleaning to prevent scratch marks.

3. Should be use the special metal/chromium cleaning cream.

4. When tools are required to grip faucet, should be use thick cloth to prevent scratch marks.

5. Care instruction : Don't try to use it with water supply no quality because will happen problem
with deposits of dirt and making out let hole block from sediment of water leaking

( Problems that may occur with the faucet >

Problems Cause Solution

Can't close valve The ceramic cartridge

damaged

For intersive cleaning, we recommend
immersing the aerator in water containing
up to 10% vinegar at 20°C After soaking
for 2-5 hours, it must be thoroughly rinsed
with water

Turbulent flow Clogged aerator

Lose faucet-head Lose head-holding

SCrew

High Quality faucets installation should be install by technician. For more information,
please contact technical service section (department). Tel. : 0-2338-1229-31 Ext 146,147
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* The company can change or cancel information in leaflet without notice in the case of the products none of stock, 1
including the mistake of typing.



